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1800-632-792(Australia)
0800-623-792(New Zealand)

Hyper Extension Pty, Ltd.
100 keilor Park Drive Tullamarine, 3043, Victoria, Australia

Thank you for your purchase of this product. If any parts are missing or damaged,
please contact one of our Customer Service Representatives by phone on.

via email at spares@hunterleisure.com.au
visit: www.momentumservicesco.com

SAFETY INFORMATION 
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Always wear safety belt. Do not use excessive force when swinging
Take caution using chair when it is exposed directly to the sun,
the frame may become hot under direct sunlight and may cause burning injuries
Beware of moving parts. Adult supervision is required at all times.
Do not leave child unattended. It is recommended to place the chair on a level surface
at least 1.8m from any structure or obstruction such as a fence, garage, house,
overhanging branches, laundry lines or electrical wires.
The chair should be installed over an impact absorbing surface, such as sand,
wood-bark chips, rubber or foam.
The item should not be installed over concrete, asphalt or any hard surface.
Make sure to place chair on a flat, steady and safe surface to avoid slipping,
falling and injuries. Check the product before every use.
Defective parts must be change immediately.
DO NOT use this product if damaged.
Do not alter the product as it may cause defects that would void warranty.
Adult assembly required.
Read all instructions carefully to ensure proper assembly of the product.
Do not use or leave out during strong winds. It can blow over which can cause
damage to product and surrounding areas. Disassemble or store away when not in use.
Regularly check all fastenings to ensure they are properly tightened before use.
During assembly children should be kept away from the product due to possible
risk of injury. For children use only. 
Recommended for children ages 3-6 years.
Maximum number of children at one time – 2.
Maximum fall height: 101cm
Maximum load: 60KG.
For outdoor use.
CHOKING HAZARD - Not suitable for children under 3 years due to small parts.

WARNING:

This manual contains important safety, assembly and maintenance
information. Keep this manual for future reference.
Assembly must be completed by an adult. Obtain the required tools and
then follow the assembly instructions in this manual. If you do not have
the required tools, or have trouble understanding the instructions, please
contact our customer service team for assistance.
Failure to follow these instructions may cause serious injury.

WARNING:
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ASSEMBLY INSTRUCTIONSPARTS LIST

Step 1
Insert front legs (B) onto the top cross bar (A)
making sure the screw holes align at the top.

Step 2
Place the right back leg (C)
behind the right front leg, ensuring the foot of
the leg is facing the opposite direction.
Align the screw holes and join together
using 3x M6x72 hex screws and
the washer and bolt set.  Repeat
the same with the left back leg (D).
Insert the shoes (N) onto each ends of each leg.

Step 3
Add tube end covers (R) to the support poles ends. 
Attach the side support poles (F) on each leg.
Secure to the legs with an M6x45 (E2) hex screw,
washer and bolt set (H1).Attach the rear support
pole (G), joining the left and right leg together.
Secure to the legs with an M6x45 (E2) hex screw,
washer and bolt set (H1).



ASSEMBLY INSTRUCTIONS

Slide the straight section of the arm rest (L)
into the fabric sleeve, starting from the opening
on the front of the seat so the end of the arm
rest pokes out the other end of the sleeve.

1.

3. Pull the fabric arm cover back towards
the backrest. 

4. Secure the other end of the arm rest onto
the seat frame by inserting an M6x50 (E3) bolt
into the arm rest first, then through the seat frame.
Insert a washer through the exposed bolt and
secure in place with a nut. Cover the nut with
the plastic cap. Repeat for the other side.

5. Align the second arm pole (M) with the hole on
the arm rest where the arm rest curves. Insert an
M6x32 (E1) bolt into the arm pole first, then through
the hole in the arm rest. Place a washer onto the
exposed bolt end and secure in place with the nut.
Cover the nut with a plastic cap. Again, repeat for
the other side
NOTE: Make sure that the arm pole is placed on
the outside of the arm rest. Bring the top of the two
arms together to form a point at the top.

Step 4

2. Take an arm pole (M) and slot an M6x55 bolt (E4)
though the hole on one of the ends. Insert the M6x55
bolt into the hole at the end of the straight section of
the arm rest, then insert the bolt into the hole in the
backrest frame. Place a washer into the exposed
nut end and secure with a bolt (H1).
Cover the nut with the plastic cap.

ASSEMBLY INSTRUCTIONS

Step 7
Place the canopy onto the top of main frame,
aligning the cogs on the canopy with
the cogs on the main frame. 
Adjust the canopy to desired angle and insert
the locking pin (P) through the cogs and tighten.
To adjust the canopy again, unscrew the
locking pin to loosen the cogs and adjust.
Screw the pin to lock back into place.

Step 6
To assemble the canopy, slide the front
and back poles (K) into the sleeves
on the canopy cover (O). 
Attach the side canopy poles (I & J)
by joining them on the front and back poles.
Secure the side poles under the cover by
inserting the frame into the covers
corner pockets.
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Step 5
Place the seat in between the two legs of the frame.
Take a spring snap clip (Q) and press the locking lever
to open the clip. Put the clip opening through the loop
on the top frame (A) and let the narrow end of the clip
to rest on the loop on the top frame. Keeping the clip
open, take the top of the arm poles (M) and insert the
clip opening into the holes in the arm poles. Release
the clip to close. Repeat again for the other clip.

NOTE: Ensure the seat is facing the front and attach
the arms (M) of the chair.

MAINTENANCE INSTRUCTIONS
• Regularly check all fastenings to ensure they are properly tightened before use
• Oil all metallic moving parts
• Check all coverings and bolts for sharp edges and replace when required
• Check swing seat, arms and supports for evidence of deterioration. 
• DO NOT use if chair is damaged or faulty.
  Replace damaged or faulty parts before using



INFORMATION ON PLAYGROUND SURFACING MATERIALS INFORMATION ON PLAYGROUND SURFACING MATERIALS
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Select Protective Surfacing
One of the most important things you can do to reduce the likelihood of serious
head injuries is to install shock-absorbing protective surfacing under and around
your play equipment. The protective surfacing should be applied to a depth that is
suitable for the equipment height in accordance with ASTM Specification F1292.

There are different types of surfacing to choose from; whichever product you select,
follow these guidelines:

Loose-Fill Materials:
Maintain a minimum depth of 9 inches of loose-fill materials such as wood mulch/
chips, engineered wood fibre (EWF), or shredded/recycled rubber mulch for
equipment up to 8 feet high; and 9 inches of sand or pea gravel for equipment
up to 5 feet high. 

NOTE: An initial fill level of 12-inches will compress to about a 9- inch depth of
surfacing over time. The surfacing will also compact, displace, and settle, and
should be periodically refilled to maintain at least a 9- inch depth. Use a minimum
of 6 inches of protective surfacing for play equipment less than 4feet in height.
If maintained properly, this should be adequate. (At depths less than6 inches,
the protective material is too easily displaced or compacted.)

NOTE: Do not install home playground equipment over concrete, asphalt, or any
other hard surface. A fall onto a hard surface can result in serious injury to the
equipment user. Grass and dirt are not considered protective surfacing because
wear and environmental factors can reduce their shock absorbing effectiveness.
Carpeting and thin mats are generally not adequate protective surfacing. Ground
level equipment-such as a sandbox, activity wall, playhouse or other equipment
that has no elevated play surface - does not need any protective surfacing. Use
containment, such as digging out around the perimeter and/or lining the perimeter
with landscape edging. Don't forget to account for water drainage. Check and
maintain the depth of the loose-fill surfacing material. To maintain the right amount
of loose- fill materials, mark the correct level on play equipment support posts.
That way you can easily see when to replenish and/or redistribute the surfacing.
Do not install loose fill surfacing over hard surfaces such as concrete or asphalt.

Poured-In-Place Surfaces or Pre-Manufactured:
Rubber Tiles-You may be interested in using surfacing other than loose-fill
materials - like rubber tiles or poured-in-place surfaces. Installations of these
surfaces generally require a professional and are not "do-it-yourself' projects
Review surface specifications before purchasing this type of surfacing. Ask
the installer/manufacturer for a report showing that the product has been tested
to the following safety standard: ASTM F1292 Standard Specification for Impact
Attenuation of Surfacing Materials within the Use Zone of Playground Equipment:
This report should show the specific height for which the surface is protect against
serious head injury. This height should be equal to or greater than the fall height -
vertical distance between a designated play surface(elevated surface for standing,
sitting or climbing) and the protective surfacing below -of your play equipment.
Check the protective surfacing frequently for wear.


